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Item Number 0107000
Complete Kit for Ceiling Fan and Fixture

Installation in Suspended Ceiling Applications

Specifications 
• Reduce ceiling vibration and provide safe secure installation

• Fits 2' x 2' and 2' x 4' ceiling tile grid-work

• All weight is carried by building structure not by grid-work

• Fits all ceiling fans

•	 For	fixture	support	of	50	lbs.	or	less

•	 Acceptable	for	fan	support	of	50	lbs.	or	less

• Position box anywhere along the brace

• Heavy duty, all metal, dual mount* electrical box

• 1-1/2"	box	depth,	15.5	cubic	inch	wiring	capacity

• Six 1/2" Romex® or conduit knockouts; 1 Romex® connector

• Includes Saf-T-Cap® to protect inner workings  
 during drywall installation or painting

• Includes mounting hardware and instructions

Pack Information
• Individually Packaged

• 6 Per Cut Case

A Licensee of Westinghouse Electric Corporation

Meets	or	Exceeds	UL	Standards	Regarding	Exposed	Threads	Within	Box.	Meets or Exceeds NEC®	Safety	Codes.

* Dual Mount = Box is threaded for #8-32 (ideal for box covers and lightweight fixtures)  
	 and	#10-24	screws	(ideal	for	heavier	fixtures	and	ceiling	fans).	 

	 Romex®	is	a	registered	trademark	of	Southwire	Company.
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Includes Mounting Hardware


