
Description
4 Channel H.264 Digital Wireless DVR 
System with 7” LCD Touch Screen, Internet 
Access via Smart Phone and 2 Cameras 

SECURITY SYSTEM
2 CAMERAS INCLUDED
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12
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SD CARD 
INCLUDED

4GB
MOBILE PHONE/

WEB READY
VIDEO

COMPRESSION

H.264
AUTO IR 
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1  7” LCD Touch Screen 2.4 GHz Digital Wireless DVR Receiver
1 Charging Cradle with RJ-45 Ethernet Connector
2 2.4 GHz Digital Wireless Cameras
1 4GB SD Card
1 RJ-45 Ethernet cable (6’)
3 Power Supplies (DVR and Cameras)
2 Mounting Hardware (Cameras)
2 Window Warning Decals
1 Manual (English)
1 CD with English and Spanish Manuals (pdf)
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Product Specifications
General
Operating Power DC 5V/ 1A
Current Consumption 800mA (max)
Operating Temp 14°F - 122°F
Dimensions (DVR) 5.0”H x 7.2”W x 1.1”D
Dimensions (Camera & Stand) 8.0”H x 2.8”W x 4.8”D
Battery Rechargeable 3.7V 1800mAH  
 (LI-ON); Life: approximately 
 3 hours (Power Saving Off)
AV Cable Length 5ft.
Multiview Mode 4 Cameras
Wireless Parameters 2.4 GHz secure digital wireless  
 with 15 transmission channels   
 using Frequency Hopping Spread  
 Spectrum (FHSS) technology
Communication Range Approximately 500 ft. line of sight

DVR
Compression Format H.264
Screen type 7” LCD 16:9 Touch Screen
Recording Resolution Single Camera: 480 x 272,   
 Quad Mode (4 cam) 320 x 240  
 (QVGA)
Monitor Resolution 800 x 480
Recording Modes Manual/Schedule/Motion
DVR Storage Capacity 4GB SD card incl. 32GB max.
Language English/Spanish/French
Zoom 2X Digital with 5 Zone Selection 

Camera
Image Sensor OmniVision OV7725 1/4” CMOS
Camera resolution 640 x 480
View Angle H: 60°; V: 43°
Weather Resistant IP66
IR Cut Filter Automatic-truer daytime color
Color Yes
Indoor/Outdoor Both
Audio Yes
Current Consumption IR ON: 550mA; IR OFF: 350mA
Bandwidth 3 Mbps

Night Vision
Number of infrared LED’s 25
Distance 60’ (18m)

Shipping Specifications
Individual Carton
Dimensions  12.25”W x 3.78”D x 12.05”H
Weight  5.8 lbs.
Cube  0.32 ft3
UPC 0 29054 01133 6

Master Carton 
Dimensions  20.00”W x 13.13”D x 13.25”H
Master Pack 5
Weight  30.6 lbs.
Cube  2.0 ft3
I2of5 400 29054 01133 4

Pallet Information 
Cases per layer  7
Number of Layers  3
Cases per Pallet  21
Units per Pallet 105
Cube 49.7 ft3
Weight 708 lbs.
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