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Model# SC7010B
 

SKU# SC7010B
 






SC7010B


120V AC/DC Photo Smoke/CO Combo Alarm


Hardwired photoelectric/CO combination alarm meets new construction requirements.





	Feature
	Spec
	Download
	Sound
	Pkg.
	Listing Card





» 10YR CO Sensor/10YR End of Life

 » Single button test/silence

 » Two silence features - can silence the low-battery chirp for up to eight hours or temporarily silence an unwanted nuisance alarm

 » Optipath 360 TechnologyTM - patented technology provides 360 degrees of direct access to the smoke sensor.

 » Perfect Mount - allows for easy alignment of alarm

 » Spread Spectrum Horn Tone - Lower and varying frequency makes it easier for the elderly with normal aged related hearing loss to hear the horn.

 » Latching Features: Alarm Latch - remembers which unit initiated an alarm. Low Battery Latch: Visually identifies unit in low battery condition.

 » Dust Cover

 » Easy Installation/Maintenance - Preferred features include a large opening in the mounting bracket for easy access to wiring. Keyhole slots in the mounting bracket eliminate the need to remove the electrical box screws for installation. A battery pull tab keeps the battery fresh until the home is occupied. Battery installation and removal can occur while the unit is mounted to the ceiling or wall via the side load battery compartment. Two locking features are provided to prevent battery theft and/or theft of the unit. Connection to AC power is made with a "Quick-Connect" wiring harness. Installation is quick, easy and cost effective.

 » End of Life Signal provides audible notification alarms needs to be replaced

 » 10-Year Limited Warranty




Model #:SC7010B


» Sensor: Photoelectric & Electrochemical

 » Warranty Claim: 10-Year

 » Package Type: Box

 » Color: White

 » Battery backup: Y

 Shipping Specs

Individual Package Information


» Item UPC: 029054002280

 » Packs per case: 12

 » L (inches): 5.13

 » W (inches): 2.38

 » H (inches): 5.13

 » Cube (ft3): 0.036

 » Weight (lb): 0.74

 Case Information


» Case UPC: 10029054002287

 » Case Length: 10.75

 » Case Width: 7.88

 » Case Height: 11.06

 » Case Cube (ft3): 0.542

 » Case Weight (lb): 9.4

 Pallet Information


» Cases/Layer: 22

 » # of Layers: 4

 » # Cases/pallet: 88

 » # Units/pallet: 1056

 » Pallet Cube (ft3): 54

 » Pallet Weight (lb): 892





» User Manuals - English Version (Printer Friendly)
 » User Manuals - English Version (Original as in Box)
 » User Manuals - Spanish Version (Printer Friendly)
 » User Manuals - Spanish Version (Original as in Box)
 » Specification Sheets
 » Dimensions and Scale Drawings
 » High Res Image
 » Manual-7 Year English
 » Manual-7 Year Spanish
 » Manual-10 Year English
 » Manual-10 Year Spanish
 


  Alarm sounds
   Low Battery sound
   Supervisory Chirp
   Power up indication
   Malfunction Sound for Products Manufactured Prior to 8/1/09
   Malfunction Sound for Products Manufactured after 8/1/09
   End of Life Sound for Products Manufactured after 8/1/09
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Download ETL Listing Card

 Download Maryland Fire Marshal Listing Card

 Download CSFM Listing Card-Smoke

 Download CSFM Listing Card-CO
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» 10YR CO Sensor/10YR End of Life

 » Single button test/silence
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 » Perfect Mount - allows for easy alignment of alarm

 » Spread Spectrum Horn Tone - Lower and varying frequency makes it easier for the elderly with normal aged related hearing loss to hear the horn.

 » Latching Features: Alarm Latch - remembers which unit initiated an alarm. Low Battery Latch: Visually identifies unit in low battery condition.

 » Dust Cover

 » Easy Installation/Maintenance - Preferred features include a large opening in the mounting bracket for easy access to wiring. Keyhole slots in the mounting bracket eliminate the need to remove the electrical box screws for installation. A battery pull tab keeps the battery fresh until the home is occupied. Battery installation and removal can occur while the unit is mounted to the ceiling or wall via the side load battery compartment. Two locking features are provided to prevent battery theft and/or theft of the unit. Connection to AC power is made with a "Quick-Connect" wiring harness. Installation is quick, easy and cost effective.
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 » 10-Year Limited Warranty




	Spec

Model #:SC7010B


» Sensor: Photoelectric & Electrochemical

 » Warranty Claim: 10-Year

 » Package Type: Box

 » Color: White

 » Battery backup: Y
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	Download

» User Manuals - English Version (Printer Friendly)
 » User Manuals - English Version (Original as in Box)
 » User Manuals - Spanish Version (Printer Friendly)
 » User Manuals - Spanish Version (Original as in Box)
 » Specification Sheets
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 » High Res Image
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	Sound

  Alarm sounds
   Low Battery sound
   Supervisory Chirp
   Power up indication
   Malfunction Sound for Products Manufactured Prior to 8/1/09
   Malfunction Sound for Products Manufactured after 8/1/09
   End of Life Sound for Products Manufactured after 8/1/09
 


	Pkg.
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	Listing Card

Download ETL Listing Card

 Download Maryland Fire Marshal Listing Card

 Download CSFM Listing Card-Smoke

 Download CSFM Listing Card-CO
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Other Links:



» 10-Year Alarms

» Rep Locator

» CO End-of-Life

» Customer Payment Portal

» Legislation Map

» Builder Partners

» Secure Connect
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