
A bushing designed to fi t into a bell end or 
female fi tting to reduce from one diameter to the 
next smaller conduit diameter.  Male and female 
elements of the bushing are solvent weld.
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UL Listed UL651
UL File #E81590
UL Category Code DWTT
UL Control Number 93G7
Material is Rigid PVC
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Part
 Number

Trade
Size

Carton 
Qty. “H” “C” “T” “OD” “IDE” “IDB”

5142220 3/4 x 1/2 100 1.000 .120 .630 1.050 .852 .836

5142230 1 x 1/2 100 -- -- -- -- -- --

5142221 1 x 3/4 100 1.180 .120 .834 1.315 1.064 1.046

5142222 1-1/4 x 1 50 1.420 .140 1.059 1.660 1.330 1.310

5142251 1-1/2 x 1 25 -- -- -- -- -- --

5142223* 1-1/2 x 1-1/4 50 1.370 .180 1.392 1.900 1.677 1.655

5142224* 2 x 1-1/2 25 1.600 .250 1.622 2.375 1.918 1.894

5142225* 2-1/2 x 2 25 1.900 .250 2.079 2.875 2.393 2.369

5140867 3 x 2 25 2.25 .380 3.000 3.870 2.389 2.369

5142226* 3 x 2-1/2 25 2.250 .250 2.484 3.500 2.890 2.868

5142227* 4 x 3 20 2.600 .370 3.083 4.500 3.515 3.492

5142229* 4 x 3-1/2 20 2.600 .400 3.598 4.500 4.015 3.992

Dimensions are nominal * CSA Certifi ed


