
n Connector: 15-pin HD15, D-Sub VGA style  
 analog video, female connector, 3.5mm  
 female jack

n IDC contact: phosphor bronze with tin plating  
 over nickel under plating

n Material: high impact thermoplastic

SPECIFICATIONS

n Applications:
 - SVGA 800 x 600
 - XGA 1024 x 768
 - 720 HD 1080 x 720
 - WXGA 1368 x 768 
 - SXGA 1280 x 1024
 - SXGA+ 1400 x 1050 
 - UXGA 1600 x 1200

n Electrical:
 - Distance Limitations:  
  75’ = Cat 6A/6/5e Hubbell approved cable
n Mechanical:
 - Nose contact: 250 insertions

PERFORMANCE

Hubbell's VGA 3.5mm 110 Audio/Video Extender transmits HD AV 
signal over two solid, unshielded, twisted-pair (UTP) cables, allowing 
video display devices to be located up to 75 feet away from the 
source. Ideal for projectors, smart-boards, HDTVs, flat screens, 
monitors and other AV devices. The VGA 110 Extender is supplied 
as a kit with both Computer and Display modules. These passive 
modules also provide DDC2 communications for device sync.

APPLICATIONS

n Projectors

n Smartboard/whiteboard technology

n Laptop and desktop computers

n Flat panel monitors

n Multimedia devices

n Game consoles

GENERAL INFORMATION

n Important: Always allow for clearance behind connection location to  
 ensure for proper bend radius

n Supplied with IDC termination caps
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n Locating a display device up to 75 feet away is  
 as simple as pulling two additional UTP cables  
 to a drop

n Terminate with Category 5e, 6 or 6A UTP  
 plenum or non-plenum cable

n Supplied as a kit with both Computer and  
 Display modules

FEATURES

 
 VGA and 3.5mm 110 Module

n	 Extend VGA Video and 3.5mm  
 Audio Over UTP

n	 110 Termination Reduces  
 Installation Time

n	 HD High Definition Audio Video

n	 Customize Point to Point Runs  
 on Site

STANDARDS

n UL Listed 1863

n RoHS Compliant
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Hubbell iSTATION VGA and 3.5mm 110 Extender, 1.5-Unit

Color
Catalog  
Number

Black IM15311015BK

Electric Ivory IM15311015EI

Gray IM15311015GY

Office White IM15311015OW

White IM15311015W
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DIMENSIONSORDERING INFORMATION

ACCESSORIES

USB 2.0 Full Speed 110 Extenders

Description Color
Catalog  
Number

Module 1-U Black IMU1101BK
Electric Ivory IMU1101EI
Gray IMU1101GY
Office White IMU1101OW
White IMU1101W

Hubbell iSTATION Modular Face Plate Frames

1-Gang 2-Gang

Office White IMF1xx IMF2xx

xx = Color: AL (Almond), BK (Black), EI (Electric Ivory),  
GY (Gray), OW (Office White), and W (White)

Hubbell iSTATION Keystone Modules

Description Catalog Number

Keystone, 2-port, flat, 1-unit IM2K1xx

xx = Color: AL (Almond), BK (Black), EI (Electric Ivory),  
GY (Gray), OW (Office White), and W (White)

HDMI 110 Extender Modules

Description Catalog Number

110 UTP 2-unit HDMI extender (pair) IMH110ST2xx

xx = Color: BK (Black), EI (Electric Ivory), GY (Gray),  
OW (Office White), and W (White)


