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» UPC Search 270RAC -- Concrete Ring, 2" Deep, 1/2" & 3/4"
L Single Row Knockouts

[Box Type [ RACO Steel Boxes & Covers|
| Box Family | Concrete Rings & Covers |
| Box Category | Concrete Rings |
| Category | Concrete Ring |
| Box Depth | 2" |
| Side Knockout(s) | 1/2" & 3/4", single row |
| Drawn or Welded | Welded |
| Cubic Inch Capacity | 24.5 \
[UPC Number [050169002704 |
[Product UPC-A Labeled |[No |
| Minimum Pack Qty. | 25 |
| Inner Leaf 2 of 5 Bar Code|| 50050169002709 \
| Unit Carton Quantity | 25 |
| Ship Carton Length (In.) | 18.75 |
| Ship Carton Width (In.) || 7.375 |
| Ship Carton Height (In.) |/ 8.875 |
| Weight (Per/C) 153.2 |
| Pallet Quantity 11750 \

e Concrete rings are used with poured deck floor construction

e These boxes are installed on wooden or steel concrete forms.
After the forms are removed, the box is flush with finished
concrete surface

o Cover plate must be ordered separately




Product Features

fan support)

Waxed fixture ears prevent concrete from interfering with the

threads

o Variety of cover plates are available
o Cover plate must be ordered separately with all (except 280

which includes a 891 cover)

 Flat sides provide excellent contact for locknuts
o External ears are used to nail the ring to the wood form
o Ears on inside of box are for fixtures (not designed for ceiling

Compliances

|UL 514-A listed, File E195978|

Country of Origin

IMADE IN MEXICO|
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