
 
 

 
  

 
 

 

 
 

 
 RIGID PVC CONDUIT FITTINGS   

 
 
ISSUE DATE: 
DATE D'EMISSION: 2003 04 15 

 
TSRC THREADED WEATHERTIGHT STRAIN 
RELIEF CONNECTORS 

 
 

1.315” 

 

 
 
 
 
1.420” 

SUPERCEDES: 
REMPLACE: 2003 01 30 

4 

33 mm 
0.625” 
16 mm 

0.905” 
23 mm 

091188 
GRI[P RING 
 
 
 
 
 

1.000” 
25 mm 

36 mm 
 
0.665” 
17 mm 

0.485” 
12 mm 

 
 
 
 
 
A 

 
 
 
 

097131 
CAP 

 
 
 

091176 
GROMMET 

0.560” 
14 mm 
 
 

1.250” 
HEX 

 

 
 
 
 
0.500” 
STRAIGHT 
THREAD 

 
 
TETRA 
SEAL 

 
 
 
LOCKNUT 

 
 
 

 
  

 
PRODUCT 

 

CODE 
PART 

 

NUMBER 
NOMINAL  SIZE A 

(in) (mm) (in) (mm) 
077244 TSRCU10 ½ 16 0.810 21 
077261 TSRCU15 ¾ 21 1.020 26 

 
 

PRODUCT 
 

CODE 
PART 

 

NUMBER 
NOMINAL  SIZE BODY 

 

CODE 
GROMMETS 

 

CODE 
GRIP RINGS LOCKNUTS 

 

CODE 
TETRA SEAL 

 

CODE (in) (mm) 
077244 TSRCU10 ½ 16 097128 * 091176 (4) 091188 072531 072283 
077261 TSRCU15 ¾ 21 097136 * 091176 (4) 091188 072532 072279 
* Refer to Page: Conduit – 0.3.44 
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