Product data sheet
Characteristics

75T3HNV

TRANSFORMER DRY 3PH 75KVA

480V-208Y/120V

Product availability : Stock - Normally stocked in distribution facility

[sauars )

by Schneider Elccrric

Price* : 19118.00 USD

Main

Product or component type Non-Ventilated Transformer
Box number 22E

Insulation temperature 428 °F (220 °C)
Phase 3 phases
Primary voltage 480V delta
Rated power in VA 75 kVA
Secondary voltage 208Y/120 V
Number of tap-offs 6 2.5 % 2+ 4-
Temperature rise 150 °C

Material Aluminium

Ordering and shipping details

Category

16273 - NON VENT NON RESIN LVGP

Discount Schedule

PE2

GTIN 00785901181125
Nbr. of units in pkg. 1

Package weight(Lbs) 1035
Returnability N

Country of origin MX

Offer Sustainability

Sustainable offer status
RoHS (date code: YYWW)

Not Green Premium product
Will be compliant on 3Q2014
Will be compliant on 3Q2014

REACh

Reference not containing SVHC above the threshold

Sep 06, 2017

ccccc

Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=456221&lang=en-us

Reference not containing SVHC above the threshold

Contractual warranty

Warranty period 18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=456221&lang=en-us

