Product data sheet
Characteristics

8501NR45
RELAY SOCKET 300VAC 10AMP TYPE R
+OPTION

Product availability: Stock - Normally stocked in distribution facility

Ordering and shipping details

Main
range of product 8501N
product or component Relay Socket
type
Line Rated Current 10 A
product certifications CE
UL recognized
CSA
RoHS
shape of pin Spade
pin number 14
mounting support DIN rail
Panel
quantity per set Set of 1

electrical connection

Double tiered screw clamp terminals

Category

21142 - 8501 N

Discount Schedule CP2

GTIN 00785901583660
Nbr. of units in pkg. 1

Returnability Y

Country of origin CN

Offer Sustainability

Sustainable offer status

Not Green Premium product

RoHS (date code: YYWW)

Compliant &#xAO0;- since&#xA0; 0639 &#xAO0;-&#xA0; Schneider Electric declara-

tion of conformity iy

Contractual warranty

Warranty period

18 months

Sep 28, 2016

Schneider

3E\ectr\c

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=367289&lang=en-us

