
D
is

cl
ai

m
er

: T
hi

s 
do

cu
m

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

Jun 13, 2017

1

Product data sheet
Characteristics

SDSA1175
LOAD CENTER 1PH SECONDARY SURGE
ARRESTOR

Product availability : Stock - Normally stocked in distribution facility

Price* : 95.68 USD

Main
Product or component type Surge arrester
Product specific application Motor-control feeder

Pumping applications
Range of product Surgebreaker Plus

Complementary
[In] rated current 36000 A
Depth 2.6 in
Mounting location Service entrance
Network number of phases 1 phase
Permissible voltage <= 120 V AC

<= 240 V AC
Product destination Load center
Protection type Circuit breaker protection

Environment
NEMA degree of protection NEMA 4 enclosure

Ordering and shipping details
Category 08462 - SURGE PROTECTION SDSA
Discount Schedule DE1B
GTIN 00785901210870
Nbr. of units in pkg. 20
Package weight(Lbs) 0.71999999999999997
Returnability Y
Country of origin MX
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Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Will be compliant  on  3Q2014

Will be compliant  on  3Q2014

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Contractual warranty
Warranty period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=361843&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=361843&lang=en-us

