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5100 Series Horizontal or Vertical Mounted Fan Forced Unit Heater
Recommended Control Options, Control Accessory Options, & Control Accessories

**Any SPST thermostat of sufficient amperage may be substituted. 
*Use DPST double line break thermostat for 3-phase line voltage control in non 
“C” models.

MFG
MODEL

NUMBER

DISCONNECT 
SWITCH THERMOSTAT SUMMER FAN SWITCH THERMOSTAT & 

SUMMER FAN SWITCH 
WALL MOUNTED

STRATIFICATION 
THERMOSTAT

1 Ø 3 Ø IN-BUILT WALL 
MOUNTED IN-BUILT WALL 

MOUNTED IN-BUILT WALL 
MOUNTED

F1F5103N
DCS 202 NA T5100 ET5SS

FS5101 FSW5111 NA TC5103 TC1602

HF1B5103N

F2F5103N NA DCS 403 T5102 TW 1512

HF2B5103N DCS 202 NA T5100 ET 5SS
NA DCS 403 T5102 TW 1512

G1G5103N DCS 202 NA

T5100

ET5SS NA
P3P5103CA1N NA DCS 403 RK120EAA FS5102 FSW5112 TFS5101 TC5102 NA

F1F5105N
DCS 403 NA

S2025

FS5101 FSW5111 NA TC5103 TC1602

HF1B5105N ET5SS

F2F5105N S2025
NA DCS 403 T5102 TW 1512

HF2B5105N DCS 403 NA T5100 ET5SS
NA DCS 403 T5102 TW 1512

G1G5105N DCS 403 NA

T5100

S2025 NA
P3P5105CA1N NA DCS 403

RK120EAA             

FS5102 FSW5112

TFS5101

TC5102 NA

F2F5107CA1L DCS 403 NA

FS5101 FSW5111 TC5103 TC1602
NA DCS 403

HF2B5107CA1L DCS 403 NA
NA DCS 403

G1G5107CA1L DCS 403 NA NA
P3P5107CA1L NA DCS 403 FS5102 FSW5112 TC5102 NA

F2F5110CA1L DCS 603 NA

FS5101 FSW5111 TC5103 TC1602
NA DCS 403

HF2B5110CA1L DCS 603 NA
NA DCS 403

G1G5110CA1N DCS 603 NA NA
P3P5110CA1N

NA

DCS 403 FS5102 FSW5112

TC5103

NA
F3F5115CA1L DCS 603 FS5101 FSW5111 TC1602HF3B5115CA1L  DCS 603
P3P5115CA1L DCS 603 FS5102 FSW5112 NA

HF3B5120CA1L DCS 603 FS5101 FSW5111 TC1602
P3P5120CA1N DCS 403 FS5102 FSW5112 NA
F3F5125CA1L DCS 1003

T5100 TW123

FS5101 FSW5111

TFS5101

TC1602HF3B5125CA1L
P3P5125CA1N DCS 403 FS5102 FSW5112 NA
F3F5130CA1L NA FS5101 FSW5111 TC1602HF3B5130CA1L DCS 1003
P3P5130CA1N DCS 603 FS5102 FSW5112 NA
F3F5140CA1L NA FS5101 FSW5111 TC1602HF3B5140CA1L NA
P3P5140CA1N DCS 603 FS5102 FSW5112 NA
F3F5150CA1L NA FS5101 FSW5111 TC1602HF3B5150CA1L
P3P5150CA1N DCS 1003 FS5102 FSW5112 NA

CONTROL ACCESSORY OPTIONS - FIELD INSTALLED IN HEATER
MFG 

CATALOG 
NUMBER

MFG
MODEL

NUMBER
DESCRIPTION

POWER DISCONNECT SWITCH*
07171502 DCS202 / 5100 20 AMP; 0-16 Amps
07171602 DCS403 / 5100 40 AMP; 16.1-32 Amps
07171702 DCS603 / 5100 60 AMP; 32.1-48 Amps 
07171802 DCS1003 /5100 100 AMP; 48.1-80 Amps

*Disconnect must be rated at 80% of total ampload.
LINE VOLTAGE THERMOSTAT

06927702 T5100 SPST; LINE DUTY
25 AMP, 120-277V , (40-100 oF)

06927802 T5102 DPST; LINE DUTY   25 AMP   120-277V  
 25 AMP, 120-277V , (60-120 oF)

LOW VOLTAGE THERMOSTAT (ALL CA1 MODELS) (45 - 90 oF)

06927702 T5100 SPST; LOW VOLT/PILOT DUTY; 125VA; (3.3-20 
KW UNITS)

06927902 T5122 2-STAGE; LOW VOLT; 125VA; (25-50 KW 
UNITS) 

STRATIFICATION THERMOSTAT

06928002 TC5102 SPST; LOW VOLT/PILOT DUTY (W/RELAY) ; 
70-130°

06928102 TC5103 SPST; LINE DUTY; AMP 120-240V; 70-130°
SUMMER FAN SWITCH

06928202 FS5101 SPST; LINE VOLT ;120-277V

06928302 FS5102 SPST; LINE VOLT ; 480-600V

CONTROL ACCESSORIES - REMOTE WALL MOUNTED
MFG 

CATALOG
NUMBER

MFG
MODEL

NUMBER
  DESCRIPTION

LINE VOLTAGE THERMOSTAT
05029102 S2025H10AA** SP; 25 Amp; 120-277Vl; 50-90°F

05387802 ET5SS** SP; 22 Amp; 120-277V; 50-90°F

06910902 TW1512* DPST; 25 AMP; 120-277V; 50-90°F
LOW VOLTAGE THERMOSTAT (ALL CA1 MODELS)

02600002 RK120EAA 24VAC or MV; 50°-90°F

06911102 TW123  2-STAGE; (25 - 50 KW UNITS); 40-90°F
STRATIFCATION THERMOSTAT

06911002 TC1602 SPST; LINE VOLT; 120-277V; 70-140°
SUMMER FAN SWITCH

06926202 FSW5111 SPST; LINE VOLT; 120-277V

06926302 FSW5112 SPST; LOW VOLT; (W/RELAY)

LOW VOLTAGE THERMOSTAT & SUMMER FAN SWITCH(W/RELAY) 
(CA1 MODELS)

06926402 TFS5101 SPST; LOW VOLT; 50-90°

06926502 TFS5102 2-STAGE; LOW VOLT; 50-90°
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2600 Series Downflow Unit Heater

5700 Series Confined Space Plenum Rated Heater

A

E

C

B
D F G

• Easily fits between joists for typical installation.
• Zero clearance for wall and ceiling mounting as well as 

floor mounting with appropriate inlet and outlet clearances.
• Bracket standard or can be mounted by 3⁄8” threaded rod 

(field supplied)
• Automatic reset thermal limit for safety
• 1 Phase model wattage field changeable from 1874 to 5000 

Watts.
• 24V control circuit on three phase models with hydraulic 

thermostat
• Made in U.S.A

Features

Standard Models

Field Installed Accessories

A B C D E F G

14.4” 19.4” 14.5” 8.4” 5.1” 9.2” 1.8”

Product Dimensions

Conforms to ANSI/UL 1995
Certified to CAN/CSA C 22.2 No.236-11

MFG 
CATALOG 
NUMBER

MFG
MODEL

NUMBER
WATTS BTUs VOLTS PHASE AMPS TEMP RISE TEMP RANGE AIR 

THROW CFM WT. 
(LBS)

07262402 HF5705T

5000 17065

240 1

21 57 oF

16' 275 32
4165 14215 17 48 oF (40 oF-120 oF)  

3332 11365 14 38 oF
2500 8533 10 29 oF

3750 12798

208 1

18 43 oF

32
3123 10659 15 36 oF

2500 8553 12 29 oF (40 oF-120 oF)  16' 275
1874 6396 9 21 oF

07262502 H3H5705T
3750 12799 208 3 10.4 57 oF

(40 oF-110 oF) 
16’ 375 32

5000 17065 240 3 12 57 oF 16' 275 32

07262602 P3P5705T 5000 17065 480 3 6 57 oF (40 oF-110 oF) 16' 275 32

07073602 DCS-MT303 Optional Field Installed Disconnect Switch, 30 Amp @ 600Volts

MFG 
CATALOG 
NUMBER

MFG
MODEL

NUMBER
DESCRIPTION

06926302 FSW5112 Summer Fan Switch  

06911002 TC1602 Wall Mounted Stratification Thermostat
Range - (40 oF - 120 oF)  

07177502 A1600 Ceiling Mount Bracket   5-20 KW Models

07177602 A1601 Ceiling Mount Bracket   25-50 KW Models

MFG 
CATALOG 
NUMBER

MFG
MODEL

NUMBER
DESCRIPTION

07177902 D1602 Linear Louvered Diffuser  5-20 KW Models

07178002 D1612 Linear Louvered Diffuser  25-50 KW Models

07178102 D1600 Radial Louvered Cone Diffuser  5-20 KW Models

07178202 D1610 Radial Louvered Cone Diffuser  25-50 KW Models

07178302 D1603 Anemostat Diffuser  5-20 KW Models

07178402 D1613 Anemostat Diffuser  25-50 KW Models


